
 

           
    
 Ignition  
 Barrier 
 Coating 

 A high performance water based ignition   
 barrier coating for; combustible surfaces on   
 fire trucks and response vehicles, bus and   
 truck engine bays, race car bodies, plastic/ 
 composite panels and flexible lines and  
 hoses.  Protects thermosets and other  
 flammable, ductile items as well as reducing  
 core temperatures. 
 Effective fire/smoke protection on roll cage   
 foam, padding, blankets, hoses, grommets   
 and poly  or silicone based flammable  
 components. 

1800 684 001
WWW.EXFIRE.COM.AU

Combustible surface 
protection for Fire Trucks 
and response vehicles

Ignition barrier solutions for 
Bus and truck engine bays and 
air-conditioning units 

Protection for fibreglass 
bodies, foams, hoses, plastics 
and composites

Simple spray application for a 
range of combustible vehicle 
parts
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PRODUCT DESCRIPTION  
A high performance water based, fast drying, sprayable coating for use on car and truck 

bodies, plastic/composite panels, engine parts and flexible lines and hoses. Heat 

insulating, vibration resistant, ductile, waterproof, nonflammable coating. Creates an 

ignition barrier on thermosets and other flammable, ductile items as well as reducing core 

temperatures. Helps keep drivers safe from fire, heat and smoke. 

SOLUTIONS  
- Fire Trucks and bush fire response vehicles - combustible surface protection  
- Bus and truck engine bay ignition barrier solutions. Stops fires starting  
- Risk reduction solutions for combustible components and car bodies in the race industry  
- Mining truck risk reduction and ignition barrier solutions for combustible surfaces 

TECHNICAL DATA  
WATER BASED LOW VOC COATING  
NON HAZARDOUS 
EXTERIOR GRADE 
THINNER/ADDITIVES: Do not thin  
COLOURS: Black 
SHEEN: Flat with slight texture  
DRUM SIZE: 7.5L . Custom available  
STORAGE: Secure dry area, protect from freezing 
SHELF LIFE: 12 Months from purchase  
MOULD RESISTANCE: Excellent  
WASHABILITY: Meets ASTM D2486 scrub resistance 

1100cycles and Passes ASTM D4585 moisture resistance  
SOLVENT RESISTANCE: Resistant to; Grease and oil, 
naphthenic petroleum oil mixture and aliphatic 
petroleum distillates, butoxyethanol and all purpose 
cleaning solvents

SPECIFICATION: TEMPROTEX F1ER - Ignition Barrier  

APPLICATION  
Surface Preparation: All surfaces must be clean dry and sound prior to application. Any 

gloss surfaces should be sanded prior to provide a suitable key. If unsure contact EXFIRE. 
Mixing: Prior to use, stir the contents of the pail thoroughly for at least 2 minutes using a 

power mixer, ensuring paint is mixed from bottom to top of the pail. Contents must be 

uniform at all times during the application process.  
Recommended equipment:   
Spray: Airless: Graco 1095 or Techspray  Gun: Graco HD texture gun. Tips: 521 - 623 
Filters: Can be removed from the gun and machine, pick up mesh can be left as a minimum  
Sag resistance: 700 microns WFT on walls and 500 microns WFT on ceilings. 
Spraying Temperatures: Min: 12ºC and rising  Max: 35ºC. Coating to be kept above 16ºC 
Exfire recommend a maximum of 500microns WFT per coat 
Brush: High quality nylon  Roll: High quality Long nap roller. Can lay of with brush. 
Dry times: 4 hours at 25ºC and 50% Relative humidity with cross ventilation.  
Make sure first coat is completely dry prior to applying any additional coats  
Drying conditions: Cross Ventilation always required. Use Dehumidifiers if humidity above 

75%. Full cure and hardness reached after 3 weeks.  
Clean up: Thoroughly rinse application tools with water before paint is cured. Flush airless 

spray equipment out with water as soon as work ceases. 
Repair: remove any loose coating, sand edges, re-apply to original coating thickness. 

TESTING AND APPROVALS 
- Thermal Flame Barrier – SFI approved 
- Fire Extinguishing Performance- SFI  approved 
- Vapour Fire Performance SFI approved 
- ABYC 33.20.6 / Fuel Tank Fire Test - ISO 21487 
- ASTM weathering performance compliance (various) 

GENERAL  
All spread rates are approximate and may vary on 

different surfaces and with different spray techniques. 

Always carry out a test area to confirm suitability prior 

to full application. Confirm with the certifying body for 

the project that the system will meet the performance 

requirements prior to project start date. Custom 

solutions and job specific specifications available. 

Contact EXFIRE with any questions. 

MORE INFORMATION  - click on links below 

(online pdf required to view video links)  
1. Overview and mixing tutorial click here 

2. Mixing Finish & Machine Set up click here 
3. Machine power up and Priming click here  

4. Tip Set up and pressure Set up click here 
5. Practice for rate and thickness click here  

6.  Actual Spraying intumescent coating click here 

DISCLAIMER: Any advice, recommendation, information, assistance or service provided by EXFIRE PTY LTD in relation to goods 
manufactured or distributed by EXFIRE PTY LTD it or their use and application is given in good faith and is believed by to be 
appropriate and reliable. However, any advice, recommendation, information, assistance or service provided by EXFIRE PTY LTD 
is provided without liability or responsibility. EXFIRE products and/or systems can be expected to perform as indicated on the 
manufacturer’s specification so long as applications and application procedures of the individual products are followed as 
recommended on the appropriate Manufacturer’s Specification.
 

AVAILABLE From: 
EXFIRE: 1800 684 001  www.exfire.com.au 
Technical Rep Australia: 0406 529 920
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